
 

附錄補遺 - Smart-UPS RT 6000/20000 

規格與警語、後部面板功能說明 

產品規格 
機型 額定功率 輸入 輸出 

SURT6000XLIM 6000VA, 4200W 
AC 220V, Max. 30A 

50-60Hz 

AC 220V, Max. 27A 

50-60Hz, 1Ø +PE 

SURT20KRMXLI 20KVA, 16KW 
AC 220V, Max. 96A 

50-60Hz 

AC 220V, Max. 91A 

50-60Hz, 1Ø +PE 

警語： 

1. 本產品是在第 2 類環境中供商業和工業使用， 

為避免擾動產生，可能需要一些安裝限制或額外的措施。 

2. 連接電信埠的電纜線長度不得超過 3 公尺。 

3. 輸出電纜線長度不得超過 10 公尺。 

輸入斷路器限制使用 
機型 品牌 型號 規格 

SURT6000XLIM Schneider Electric EZC100H1032 32A 

後部面板功能說明 
 UPS 管理卡 （選購） 

 UPS 輸入 

 電路斷路器／超載保護 

 輸出插座 

 接地螺釘(TVSS GND(接地)) 

 EPO 端子 

 序列埠 

 正常旁路 

 外部電池組接頭 

 RJ45 網路線接頭 
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限用物質含有情況標示說明 

設備名稱： 
Equipment 

name: 

不斷電系統 UPS 

單元 

Unit 

限用物質及其化學符號 
Restricted substances and its chemical symbols 

鉛 
Lead  

(Pb) 

汞
Mercury 

(Hg) 

鎘
Cadmium 

(Cd) 

六價鉻
Hexavalent 

chromium 

(Cr+6) 

多溴聯苯
Polybrominate

d biphenyls 

(PBB) 

多溴二苯醚
Polybrominated 

diphenyl ethers 

(PBDE) 

電子元件 
Electronics 

─ ○ ○ ○ ○ ○ 

塑膠料件 
Plastic parts 

○ ○ ○ ○ ○ ○ 

金屬料件 
Metal Parts 

─ ○ ○ ○ ○ ○ 

接觸器 
Contacts 

○ ○ ─ ○ ○ ○ 

線材 
Cables and 
cabling 
accessories 

─ ○ ○ ○ ○ ○ 

備考 1. “超出 0.1 wt %” 及 “超出 0.01 wt %” 係指限用物質之百分比含量超出百分比

含量基準值。 
Note 1:  “Exceeding 0.1 wt%” and “exceeding 0.01 wt%” indicate that the percentage content of the 

restricted substance exceeds the reference percentage value of presence condition. 

備考 2. “○” 係指該項限用物質之百分比含量未超出百分比含量基準值。 
Note 2: “○” indicates that the percentage content of the restricted substance does not exceed the 

percentage of reference value of presence. 

備考 3. “－” 係指該項限用物質為排除項目。 

Note 3: The “−“ indicates that the restricted substance corresponds to the exemption. 

 


